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FuseTech Overlays are built for the toughest material handling. 
Delivering smoother flow & longer-lasting performance.

Standard Thick-
ness* (mm)

Standard Thick-
ness * (Inch) C20 M30 M70

5 on 5 3/16" on 3/16" - √ -
6 on 6 1/4" on 1/4" √ √ √
8 on 8 5/16" on 5/16" √ √ √
10 on 10 3/8" on 3/8" √ √ √
12 on 12 1/2" on 1/2" √ √ √
17 on 13 5/8" on 1/2" √ √ √
20 on 13 3/4" on 1/2" √ √ √
25 on 13 1" on 1/2" √ √ √
31 on 13 1-1/4" on 1/2" √ - -
Sheet Size Up to 1230*3000mm or 48" × 118"
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√  Non-directional wear surface
√ Predictable wear rate 
√ Eliminates material hang-up 
√ Extended wear life at thinner thickness

FuseTech overlay is a smooth surface 
chromium carbide overlay plate developed for 
material processing applications, providing 
superior wear and impact protection. 



7X wear life vs Q&T 400 

3,000 kt throughput on a single chute liner 

19 countries served worldwide

16 years specialising in smooth overlays

Standard sheets: Full sheet up to 1230*3000mm or 48” × 118”; or custom-cut to dimension / liner kit
Thickness: Overlay 5–31 mm (3/16–1 1/4 in) · Backing 6–15 mm (1/4–5/8 in)
Processing: Cut, pressed, rolled, bent, welded
Attachments: Stud bolts · Drilled holes · Countersunk inserts

Abrasion Resistance Impact Resistance Anti-hangup 

C20 Moderate Moderate to High Yes

M30 High Moderate Yes

M70 Severe Severe Yes
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ALLOY GRADES

FABRICATION & SUPPLY

Fixed Plant: Chutes · Hoppers · Bins · Crusher liners · Transfer points
Mobile Plant: Excavator buckets · Loader buckets · Dump truck trays · Dozer blades

APPLICATIONS

PROVEN IN
HARD ROCK 
MINING
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Field performance figures shown are case-specific and should not be interpreted as guaranteed service life. The information in this brochure is provided as 
general guidance only and is supplied “as is” without warranty of any kind, express or implied. FuseTech makes no representation regarding the suitability of 
any product for a particular application.


